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Model P-24

HPHPHP

•

•

•

•

•

•

•

•

•

•

•

•

Quiet – Limited Vibration

Energy Efficient Circuitry

Cool Running  

Vibration Absorbing Rubber Motor Mounts

Built-in 6v. Light Receptacle

Amco Style Pulley    

Sealed Bearings

Belt Guard

Dual Voltage (110/ 220 vac, single phase) 

Easy Switch to Change Voltage

Complete with On/Off Switch 

3-phase versions also available: P12, P13, P25
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SINGLE PHASE, 
110VAC / 220VAC

P-SERIES PREMIUM HEAVY DUTY 

CLUTCH MOTORS

HPHPHP
P20   ½ H.P.  3450 R.P.M.
P22   ½ H.P.  1725 R.P.M.

P17  ¾ H.P.  3450 R.P.M.
P24  ¾ H.P.  1725 R.P.M.

®

 KP SERIES
CONTINUOUS RUNNING MOTORS

FOR ALL 

BUTTON SEWING MACHINES,
BAR TACKERS, 
SPECIAL PURPOSE EQUIPMENT

   All Ball Bearing Construction
                       Belt Tension Adjuster

                                    Belt Guard
                       6 Volt, 17 Watt Light Tap
                  Rubber Vibration Isolators

                 3/4" Pulley Shaft
 Pre-Wired Push Button Switches Available

*Model M7/M7D:  1/2 HP 1-Phase 110/220 Volts, 50/60Hz., 1425/1725 RPM
*Model M1/M1D:  1/2 HP 3-Phase 220/380 Volts, 50/60Hz., 1425/1725 RPM

Other Voltages and Frequencies may be available as special order.
These models supplied in dual voltage version only.       *
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